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REA D AN D FOL LOW AL L INS TAL L
A
ATIO N INST RUCTION S CAREFUL LY!  

 FAILURE TO DO SO MAY RESULT IN PERSONAL INJUR Y OR PROPERTY DAMAGE!   

Å Install only on a properly operating and balanced door. A door that is operating improperly could cause severe 
   injury. Before installing the operator, have qualified service personnel make repairs to cables, and other hardware. 

Å Before installing the operator, remove or make inoperative, all locks (unless mechanically and/or electrically 
interlocked to the power unit), all activation units and accessories that may be connected to the door. 

Å A commercial/industrial door operator that has exposed moving parts capable of causing injury to persons or 
employs a motor deemed indirectly accessible by virtue of its location above the floor shall include: 

- Install the door operator at least 2.4 m (8ft) or more above the floor, and/or 

- If the operator must be installed less than 2.4 m (8ft) above the floor, then exposed moving parts must be 

protected by covers or guarding provided by the operator manufacturer. 

Å The control unit MUST be located: (1) within the sight of the door, and (2) at a minimum height of 1.5 m (5ft) above 
the floors, landings, steps, or any other adjacent walking surface and (3) away from all moving parts of the door. 

Å Install the Entrapment Warning Placard next to the control station in a prominent location if applicable. 

Å To reduce the risk of injury to persons - Use this system only with pedestrian doors. 

Å Do not connect the operator to a power supply until instructed to do so. Connection of the high voltage supply 
should be done by a qualified professional and within the guidelines of the enforced local electrical codes. 

Å HIGH VOLTAGE (INCOMING 115 VAC) WIRES AND LOW VOLTAGE WIRES CANNOT SHARE THE SAME 
ACCESS HOLE. HIGH VOLTAGE WIRES MUST BE ROUTED AND SECURED AWAY FROM ALL LOW 

VOLTAGE WIRES. 
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Step 1: Remove 
Header Cover 

(Section 2.1) 

 

Step 2: Locate 
& Drill Power 

(Section 2.1) 

Step 3: Mount 
Header 

(Section 2.1 - 2.2) 

 
 
 
 
 
 

Step 4: Install 
Operator 

(Section 2.2 - 2.3) 

 
Step 5: Place 
Control Board 

(Section 2.4) 

 

Step 6: Install Arm 

(Section 3.0) 

 
 
 
 
 
 

 
Step 7: Electronics    

Tuning 

(Section 4.0 - 8.0) 

 

      Step 8: Clean/close                
Header 

(Section 11.0) 

Step 9: Place 
ANSI Stickers 

(Section 11.2) 

 
 
 
 
 
 

 

 Step 10: Install  
     Sensor(s) / 

Knowing Act Devices 
(Section 11.1) 

1.0 BEFORE INSTALLATION  
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Completed/Typical Autom atic Door Installation  

 

BACKING MATERIAL 
(REINFORCEMENT) 

 

LOW PROFILE 
OPERATOR 

ARM 

 

 
CONTROL BOARD 

HEADER BODY 

 

 

 
HEADER COVER 

 

 

 

 

 

 

 

 

 

 
HINGE STILE 

DOOR MOUNTED 
SENSORS HERE 
(OPTIONAL) 
 

ANSI STICKERS 

 
 

KNOWING ACT DEVICE 
INSIDE AND OUTSIDE 
(FOR LOW ENERGY ONLY) 

 

 

 

 
STRIKE STILE 

SWING DOOR 

 
DOOR FRAME 

1.0 BEFORE INSTALLATION  
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1.1  Replacement  Parts  

3 2 

 

 

 

1 

 

 

 
9 

4 6b  

6a  

 

 

5 
8 10 

7 

 
HOLD OPEN 

OFF 

AUTOMATIC 

 

  

1.0 BEFO RE INSTALLATION  

Replacement Parts 

Item Category Part No. Description 

1 Operator WL-PA03 LP Operator (Non-Handed) 

2 Control Board 
W7-150 Analog Control Board 

W7-130-1 HA Digital Control Board 

 

3 
 

Fuse 
W5-421 Fuse 3AMP Analog Board 

W5-422 Fuse 3AMP Digital Board 

 
 
 

 
4 

 
 
 

 
Push Arm 

 
W7-200 

Complete Push Arm-Clear 

���Z�L�W�K�����������´���U�R�G�� 

 
W7-205 

Complete Push Arm-Bronze 

���Z�L�W�K�����������´���U�R�G�� 

W5-502C Cast portion - Clear 

w5-502B Cast portion - Bronze 

W5-500C Extended Rod 22ò- Clear 

W5-500B Extended Rod 22ò- Clear 

 
 
 
 

5 

 
 
 

 
Z-Arm 

(Pull) 

W5-506C Z-Arm RH - Clear 

W5-505C Z-Arm LH - Clear 

W5-506B Z-Arm RH - Bronze 

W5-505B Z-Arm LH - Bronze 

W5-508C Extended Z-Arm RH - Clear 

W5-507C Extended Z-Arm LH - Clear 

W5-508B Extended Z-Arm RH - Black 

W5-507B Extended Z-Arm LH - Black 

 

Replacement Parts 

Item Category Part No. Description 

 
6a 

Pull Arm Track 

- Short 
(for Z-arm) 

W5-550 Pull Track Assembly - Clear 

W5-555 Pull Track Assembly - Bronze 

 

6b 

Pull Arm Track 
- Long 

(for Universal Arm/ 
Center Spindle) 

W5-551 
Pull Track Assembly Long 

- Clear 

W5-556 
Pull Track Assembly Long 

- Bronze 

 

7 
 

Universal Arm 
W5-512C Universal Arm - Clear 

W5-512B Universal Arm - Bronze 

 

 
8 

 

Centre Spindle 

Arm 

W5-510C Center Spindle RH - Clear 

W5-511C Center Spindle LH - Clear 

W5-510B Center Spindle RH - Bronze 

W5-511B Center Spindle LH - Bronze 

 
9 

 
Rocker Switch 

WL- 

Rocker 

Switch 

ON/ OFF/ HOLD OPEN 

3 position switch 

10 Power Supply Kit 
WL- 

PWRKIT 

RS-25-24 

Power Supply Kit 
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