ELECTRICAL SERVICE
120 VAC. 60 HZ. 15A
TO JUNCTION BOX
BY ELECTRICAL CONTRACTOR.

EXTERIOR FIN. FLOOR
"P" "SX"

OVERALL F.W. (VARIES)
MOTION/ PRESENCE INFRARED SENSOR
OPTIONAL MUNTIN BAR

NOTE: DRAWING IS DIMENSIONED IN BOTH INCHES & METRIC (mm)

APPLICATION:
SURFACE MOUNT REVERSE BREAKOUT, LEFT HAND,
AUTOMATIC SLIDING DOOR SYSTEM.

UNIT DESCRIPTION

DITEC
P-SX : SURFACE MOUNT REVERSE BREAKOUT NARROW STILE WITH 'P' PANEL, SINGLE SLIDE DOOR SYSTEM.

STD. PACKAGE SHALL INCLUDE AUTOMATIC OPERATOR, FRAME AND DOORS WITH MUNTINS, BOTTOM RAILS WITH CONCEALED SWEEPS, BRUSH-PILE WEATHER STRIPPING, EMERGENCY BREAKAWAY, MS LOCK, GLAZING STOPS FOR TEMPERED GLASS. BOTTOM GUIDE SYSTEM SHALL BE PART OF FULL WIDTH THRESHOLD, 3-WAY SWITCH & MOTION/PRESENCE SENSORS ON BOTH SIDES OF UNIT.

OVERALL FRAME WIDTH, (A)
FINISHED OPENING, (B)
ACTIVE PANEL, (C)
RECESSED GUIDE (OPTIONAL)

NOTE:
ENTREMATIC GROUP AB, RESERVES THE RIGHT TO CHANGE & IMPROVE IT'S PRODUCTS & SPECIFICATIONS WITHOUT NOTICE.